
 

 

 

 

 

GENERAL DESCRIPTION 

AXEL CRYSTLE 126 is a single pack aqueous reactive penetrating cementitious material system which waterproofs and 

protects new and old structurally ground concrete or masonry screed plaster.  

AXEL CRYSTLE 126 contains active waterproofing chemicals which react with moisture and free lime in the concrete, 

creating insoluble crystalline needle which seal the capillaries or minor shrinkage cracks. 

AXEL CRYSTLE 126 remains dormant and then becomes active again in the presence of water, giving the treated 

concrete a self-sealing ability. 

 

RECOMMENDED USES 

* Basement floors and walls   * Tunnels  

* Strip footing foundation    * Retaining walls    

* Pre-cast concrete structures   * Water tanking structures 

    

CHARACTERISTICS & ADVANTAGES 

Can be used in the negative side of concrete structure 

* Easy to install    * Economical 

* Permanently active    * Non-toxic 

* Convenient to install in wet or damp areas * No puncturing to the waterproofing system 
 

 

COVERAGE 

* 1 kg/m2 at bath areas with 2 coats 

* 1.5kg/m2 at tanking with salt or waste water environments 

* 2% dosage by weight of cement per m3 concrete 

 

COLOURS 

Standard grey 

 

PACKING  

25 kg per bag  

 

STORAGE 

Store in a dry, cool and shaded place 

 

SHELF LIFE 

12 months from the date of production if stored properly in original, unopened and undamaged sealed packaging in 

dry conditions. 
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The above data is provided in good faith and to the best of our knowledge. However, since application and services conditions are beyond our control, we do not accept 
liability relating to coverage, performance and injury arising from the use of our products based on the data. Further with the constant advancement of technology we reserve 
the right to modify data without prior notice and we advise that you check with our Axelchem Technical Department at Tel: 603-6276 2118 or 603-6276 6277 the validity of 
these data especially if more than six months have lapsed since issue. 

 

 

 

SURFACE PREPARATIONS 

* Surface Application Method Only 

* Ensure that the substrate is clean, sound and rough finish.  

* Remove all protrusion, honeycomb or damaged areas. 

* Plug all leaks. 

* Repair crack lines with AXEL EMBED 301R grout. 

* Rinse surface thoroughly to saturate concrete. 

* Ensure that the surface is not ponding before application. 

* Install angle fillet or seal joints 

 

METHOD OF APPLICATION 

Surface Application Method 

* Mix 5 parts AXEL CRYSTLE 126 with 2 parts water with a power stirrer until a homogeneous slurry cream (powder to  

   water). If “false setting” occurs, after mixing, re-stir to restore workability. 

* Apply with bristle brush broom at 2 coats at 1.5kg/m2 for tanking structures and 1kg/m2 for normal area such as  

   bathroom,  kitchen and etc. 

* Angle fillet shall be installed at edges f floor to walls with lapping of 150mm skirting. 

* Ensure protection from direct sun light and allow the surfaces to be damp. 

 

Dosage Application Method 

* Dosage of 2% by weight of cement per m3 concrete. 

* Add AXEL CRYSTLE 126 in powder form to the drum of the ready mix truck. 

* Mix for 5 minutes minimum. 

 

CLEANING OF TOOLS 

Clean all tools and application equipment with water immediately after use. Hardened and or cured material can only 

be mechanically removed.  

 

TECHNICAL SPECIFICATIONS 

 

 

 

 

 

 

 

 

No. of components     Single 

Base       Aqueous reactive dry powder 

Specific Gravity      1.25 

Pot life       25 minutes 

Color       Grey  
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