
 

 

 

GENERAL DESCRIPTION 

AXEL KRYSTLE GROUT 119 is a specially formulated impregnation waterproofing and repellent grout with very fine 

particles size able to penetrate to most concrete, brick walls, stones, ceramic tiles or cement materials to form a very 

dense waterproofing system. 

AXEL KRYSTLE GROUT 119 is quick drying and can produce almost instant waterproofing and repellent results within 

a few hours after application. 

AXEL KRYSTLE GROUT 119 is also used as a grout to most damp proofing problems at brick walls or R.C. structures. 

 

RECOMMENDED USES 

* Toilets      * Tiles 

* Roof tops      * Stone finishes 

* Brick walls      * Plaster walls 

* Four face concrete     * Decking 

* R.C. structures     * Flat roofs 

    

CHARACTERISTICS & ADVANTAGES 

* Easy to use      * Can be painted over.  

* Non-toxic      * Excellent stability during storage. 

* Anti-freeze thaw     * Outstanding U.V. freeze thaw resistance. 

* Very high penetration power with almost instant penetration. 

* High water penetration resistance by capillary action. 

   

COVERAGE 

Approximately 5 to 8 m2/litre depending on type of substrates. 

 

COLOURS 

Colourless or slightly amber 

 

PACKING  

100 ml per tube and 5 litre per pail  

 

STORAGE 

Store in a dry, cool and shaded place 
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The above data is provided in good faith and to the best of our knowledge. However, since application and services conditions are beyond our control, we do not accept 

liability relating to coverage, performance and injury arising from the use of our products based on the data. Further with the constant advancement of technology we reserve 
the right to modify data without prior notice and we advise that you check with our Axelchem Technical Department at Tel: 603-6276 2118 or 603-6276 6277 the validity of 
these data especially if more than six months have lapsed since issue. 

 

SURFACE PREPARATIONS 

* Ensure that the surface is free from oil and grease. 

* Repair all crack lines or spalled concrete. 

 

METHOD OF APPLICATION 

* Repair any crack lines. 

* Drill in a 30° angle at alternate positions with center to center distance of approximately 300mm to all affected damp  

   areas. Always install grout point at least 300mm above affected areas. 

* Install packers and grout AXEL KRYSTLE GROUT 119 until saturated. 

* Allow it to dry and repeat the process again.  

* The surface may be coated again with AXEL KRYSTLE GROUT 119 with a brush. 

* After it is cured for 48 hours, the surface is ready to be painted with normal emulsion paint. 

 

CLEANING OF TOOLS 

Clean all tools and application equipment with water immediately after use. Hardened and or cured material can only 

be mechanically removed.  

 

TECHNICAL SPECIFICATIONS 

 

 

 

 

 

 

 

 

 

 

 

SHELF LIFE 

12 months from the date of production if stored properly in original, unopened and undamaged sealed packaging in 

dry conditions. 

 

 

No. of components        Single 

Flash points (close up) °C approx.       32 

Specific gravity at 25°C        0.975 

Viscosity at 25°C mm2/s approximately      20 

CSTC (Building, Industry, Scientific & Technical Centre: Belgium) 

Certificate no DE 2003/5HD-340/133-28 dated 3/6/86 

CEBTP (French National Building Industry Centre) 

Certificate no 2122.6.050 dated 5/12/88 

BUREAU VERITAS:  certificate no DSC/DGC/DLC/L 87 283 dated 24/11/87 
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